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Base Station  140-174 Mhz HQ Antenne














Caratteristiche tecniche�


Frequenza ...……………….........................145-170 MHz�Impedenza ..........……………………................ 50 Ohm�Taratura ............................………. Taglio rad. centrale�R.O.S..................................…………… 1,5:1 o meglio�Guadagno...........................……………………………..3 dB�Lunghezza elettr.................………………….....5/8" onda�Connettore.......................………………………..... SO 239�Banda passante...................…………………………. 5 MHz�Protezione.......................…………………..... DC ground�Potenza appl. ..……………………..................... 100 Watt�Materiale elementi..…….............. Alluminio anodizzato�Materiale raccordi.......……………......... Ottone cromato�Peso...................................……………………….. 350 gr.








�





 Caratteristiche tecniche��Frequenza.................................……….. 156-162 MHz Taratura.....................................…………..Taglio stilo�Impedenza.................................……………….50 Ohm�Configurazione...........................…………….5/8" onda�V.S.W.R..............................…………………....... <1,5:1�Potenza applicabile……………........................100 watt�Polarizzazione......................……………......... Verticale�Guadagno.................................... ……….1,5dB su1/2�Banda passante..........................…………………..3 Mhz�Connettore................................…………………..SO239�Raccordi...........................……... Alluminio anodizzato Radiali..................................…………....... Vetroresina�Materiale stilo............................………….. Vetroresina�Peso.........................................………………….. 330 gr


Ideale per installazioni in atmosfera salina  e in condizioni estreme di vento o ghiaccio.
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       GPV 5





Specifications Electrical data  GPV 3


Type: 5/8ground plane


Frequency range: tunable from 135 to 175 MHz


Impedance: 50unbalanced


Radiation (H-plane): 360° omnidirectional


Radiation (E-plane): beamwidth at -3 dB = 80°


Radiation angle: 28°


Polarization: vertical


Gain: 1.5 dBd - 3.65 dBi


Bandwidth at V.S.W.R. 2:1: 5.6 MHz at 135 MHz


V.S.W.R. at res. freq.:  1.2:1 at 135 MHz


Max. power: 200 Watts


Feed system/position transformer DC-ground base


Connection: N-female gold plated


Materials: Fibreglass,Aluminium,Brass,S.Steel


Wind load / resistance: 55Nat 150m/h/200Km/h


Wind surface: 0.05 m² 


Height (approx.): 1730 mm


Weight (approx.): 1200 gr 


Radial length (approx.): 495 mm


Mounting mast: Ø 35-54 mm
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                  PARTICOLARE DELLA BASE








Specifications Electrical data GPV 2


Type: 5/8ground plane


Frequency range: tunable from 135 to 175 MHz


Impedance: 50unbalanced


Radiation (H-plane): 360° omnidirectional


Radiation (E-plane): beamwidth at -3 dB = 67°


Radiation angle: 18°


Polarization: vertical


Gain: 1.5 dBd - 3.65 dBi


Bandwidth at V.S.W.R. 2:1: 6.7 MHz at 135 MHz


V.S.W.R. at res. freq.:  1.2:1 at 135 MHz


Max. power: 200 Watts


Feed system/position: transformer DC-ground/base


Connection: UHF-female


Materials: Aluminium, Copper, Nylon


Wind load / resistance:28Nat150Km/h/ 50 Km/h


Wind surface: 0.02 m² 


Height (approx.): 1480 mm


Weight (approx.): 570 gr 


Radial length (approx.): 530 mm


Mounting mast: Ø 25-30 mm
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  Base Station 135-175 Mhz HQ Antenne





  GPH 1            GPH  2             GPH 3                GPH 4








108/136


0-2.15dB


12.2 Mhz


500 w


1185 mm


565gr


650 mm








40/70


0-2.15dB


3.7 Mhz


1000 w


3200 mm


935gr


1800 mm








66/88


0-2.15dB


6.5 Mhz


500 w


1930 mm


700gr


1080 mm








135/175


0-2.15Db


13 Mhz


300 w


960 mm


520 gr


520 mm





 











Radiation (H-plane): 360° omnidirectional


Feed system / position: direct / center


Connection: UHF-female


Materials: Aluminium, Chromed brass, Nylon


Wind load/resistance:29Nat150Km/h/180Km/h


Wind surface: 0.03 m² 


Mounting mast: Ø 35-40 mm








Specifications  GPH


Electrical data


Frequency range: tunable from Mhz


Gain: 


Bandwidth at V.S.W.R. 2:1:


Max. power: 


Height (approx.): 960 mm


Weight (approx.): 520 gr 


Radial length (approx.): 520 mm

















Type: 1/4ground plane                                                  


Impedance: 50unbalanced


V.S.W.R. at res. freq.:  1.2:1 at start freq.


Radiation (E-plane): beamwidth at -3 dB = 86° 


Radiation angle: 0°


Polarization: vertical








              GP DB                             GPH





Specifications   GP DB


Electrical data


Type: 


VHF: 1/2colinear


UHF: 2 x 5/8colinear


Design frequency:


VHF: 145 MHz


UHF: 435 MHz


Impedance: 50unbalanced


Radiation (H-plane): 360° omnidirectional


Radiation (E-plane):


VHF: beamwidth at -3 dB = 68°


UHF: beamwidth at -3 dB = 36°


Radiation angle: 0°


Polarization: verticalGain:


VHF: 1 dBd - 3.15 dBi


UHF: 3.3 dBd - 5.45 dBi


Bandwidth at V.S.W.R. 2:1:


VHF: 5.5 MHz  UHF: 17.2 MHz


V.S.W.R. at res. freq.:  1.2:1


Max. power: 200 Watts


Feed syst/position:Transformer DC-ground/base


Connection: N-female gold plated


Materials:GlassFibre Aluminium,Brass,S.Steel


Wind load/resistance:37Nat150Km/h/200Km/h


Wind surface:  0.03 m²


Height (approx.): 1325 mm


Weight (approx.): 810 gr


Radial length (approx.): 170 mm


Mounting mast: Ø 35-54 mm
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    Base  Station 40-435 Mhz  HQ Antenne 








[image: image6.jpg]

- 3 -


_1139056327.bin

_1139056444.bin

_1138803940.bin

